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RULE  26-098  - SIXTH  EDITION  OF  THE 
CANADIAN  ELECTRICAL  CODE 


Apparently  considerable  confusion  exists  with  respect  to  the  installation  of 
receptacles  to  conform  to  the  above  rule  and  interpretation  is  therefore  offered  as 
follows: 

"All  receptacles  in  the  kitchen,  so  located  that  they  are  likely  to  be  used 
for  the  operation  of  refrigerators  or  appliances  such  as  toasters,  irons,  etc., 
must  be  on  a circuit  of  No.  12  B.  &S.  Gauge  conductors. 

Receptacles  installed  in  utility  rooms  or  basement  laundry  areas  for  operation 
of  hot  plates,  washing  machines,  etc. , must  also  be  on  a circuit  of  No.  12. 

The  receptacles  used  must  be  of  a type  which  will  receive  cither  the  two-wire 
parallel  blade  cap  or  the  three-wire  parallel  blade  cap  having  a U shaped  grounding 
terminal.  This  is  the  new  standard  NEMA  receptacle  and  other  types  will  not  be 
acceptable. 

All  such  receptacles,  up  to  a maximum  of  four  in  number,  may  be  on  the  same 
circuit.  If  more  than  four  are  installed,  an  additional  circuit,  of  No.  12  con- 
ductors must  be  provided. 

It  might  be  suggested  that  if  a comma  is  inserted  after  the  word  "only"  in 
Rule  26-098  (1),  it  may  be  easier  to  understand  why  the  above  interpretation  is 
considered  as  necessary  to  clarify  the  requirements". 

BONDING  OF  NEUTRAL  BAR  TO  SERVICE  BOX  * 

Recent  investigation  of  a fire  indicated  that  it  could  probably  have  been  avoided 
by  bonding  between  the  neutral  bar  and  the  service  box. 

The  installation  consisted  of  an  A -box  on  the  outside  of  the  building  and  a 
service  switch  inside.  The  neutral  service  conductor  was  run  through  the  A -box 
directly  onto  the  neutral  bar  of  the  service  switch,  with  no  connection  made  to 
the  grounding  lug  in  the  A -box  and  no  bonding  wire  installed  between  the  neutral 
bar  and  the  service  switch. 

When  a breakdown  occurred  in  the  insulation  between  one  of  the  meter  current 
coils  and  the  frame  of  the  meter,  the  resulting  fault  current  flowed  to  ground 
through  the  frame  of  the  A -box,  the  conduit  nipple  between  the  A -box  and  service 
switch,  the  frame  of  the  service  switch  and  the  armour  or.  the  BX  grounding  cable. 

The  comparatively  high  resistance  path  to  ground  prevented  the  flow  of  suff- 
icient fault  current  to  trip  the  transformer  fuses  and  the  armouring  on  the  ground 
cable  was  heated  sufficiently  to  ignite  the  adjacent  woodwork. 

ALUMINUM  SHEATHED  AND  M.  I,  C.  C . CABLES 

Revisions  to  the  Canadian  Electrical  Code  have  now  been  processed  outlining 
where  and  under  what  conditions  these  cables  may  be  used. 

These  revisions  will  not  be  available  for  distribution  until  this  Fall  but  any 
details  required  in  the  meantime  may  be  obtained  from  any  of  the  Electrical 
Inspection  Offices. 
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TRAILER  WIRING 

The  electrical  wiring  in  trailers  is  subject  to  the  requirements  of  the  Canadian 
Electrical  Code  and  must  be  covered  by  inspection  in  the  same  manner  as  the 
wiring  in  other  types  of  occupancies. 

Non-metallic  sheathed  cable  is  an  acceptable  type  of  wiring  if  installed  to  com- 
ply with  the  Canadian  Electrical  Code. 

Types  S cord,  having  individual  conductors  of  at  least  No.  14  B.  &S.  Gauge,  may 
be  used  for  trailer  wiring  in  lieu  of  non-metallic  sheathed  cable. 

The  trailer  may  be  wired  for  connection  to  a three-way  polarized  receptacle 
(in  which  case  the  neutral  conductor  is  not  to  be  fused)  or  for  connection  to  a two- 
way  receptacle  with  both  the  neutral  and  the  line  wire  fused. 

Fusing  of  the  neutral  is  permitted  in  this  instance  due  to  the  probability  that 
the  neutral  may  in  many  cases  become  the  live  side  when  two-wire  parallel  blade 
caps  are  used. 

A connection  cord  must  be  provided  which  is  of  the  Type  S,  SW  or  equivalent 
and  which  has  sufficient  length  to  reach  15  feet  in  any  direction  from  the  trailer 
with  the  exception  that  in  no  case  need  the  length  of  cord  exceed  25  feet. 

Further  details  may  be  obtained  from  any  Electrical  Inspection  Office. 
REGULATION  25  (f)  (1)  - FARM  WIRING 

The  above  regulation  states  that  "porcelain  lamp  holders  may  be  used  in 
protected  locations  or  where  installed  at  least  8 feet  above  floor". 

It  should  be  noted  that  if  such  lamp  holders  are  installed  in  damp  locations, 
such  as  barns,  they  must  be  provided  with  holes  for  drainage  purposes. 

CORRECTION  TO  APRIL  - 1954  QUARTERLY  BULLETIN 


The  correction  to  Note  (3),  page  280,  of  the  Sixth  Edition  of  the  Canadian 
Electrical  Code  is  incorrectly  given  on  page  2 of  the  above  bulletin. 

The  note  on  page  280  should  read  "for  full  load  currents  of  200  and  208 
volt  motors,  increase  the  corresponding  220  volt  motor  full  load  current  by  10 
per  cent  and  6 per  cent  respectively". 

NOTIFICATION  FOR  POWER  CONNECTION 


Persons  desiring  a power  connection  should  endeavour  to  notify  the  supply 
authority  at  least  twenty-four  hours  before  actual  connection  is  desired. 

In  many  instances  the  power  company  serviceman  is  not  available  when  such  a 
request  is  received  or  has  other  commitments  which  make  it  impossible  for  him  to 
give  immediate  service.  If  reasonable  notice  is  given,  however,  the  serviceman 
can  usually  arrange  his  schedule  so  that  the  requested  power  connection  can  be  made 
at  the  desired  time. 

REPLACEMENT  OF  SIXTH  EDITIONS  OF  THE 
CANADIAN  ELECTRICAL  CODE 


Complaints  have  been  received  that  a number  of  copies  of  the  Sixth  Edition  of  the 
Canadian  Electrical  Code  have  been  provided  with  an  inferior  type  of  binding  and 
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tend  to  come  apart  after  a short  period  of  use. 

Anyone  who  has  encountered  this  condition  may  obtain  a replacement  free  of 
charge  by  returning  his  original  Sixth  Edition  to  the  Electrical  Branch,  Depart- 
ment of  Industries  and  Labour,  Administration  Building.  Edmonton,  or  to  any 
District  Office  of  this  Branch. 


